
VÄSTLÄNKEN
KONTRAKT E05 KORSVÄGEN



• Västlänken
• Status E05

– Entreprenaden
– Rock tunnels
– Area Korsvägen
– Area Almedal

• Fokus on Liseberg
– Overview
– D-walls
– MÅ Crossing

Innehåll



• Cirka 8 km dubbelspårig järnväg.
• Drygt 6 km i tunnel genom centrala

Göteborg.
• Tre nya stationer i staden: vid

Göteborg central, Haga och
Korsvägen.

• Budget: 20 miljarder kronor
(2009 års prisnivå)



• 6,6 km i tunnel
• 2 km betongtunnel
• 4 km bergtunnel
• 1,6 M m3 berg
• 1,9 M m3 jord



Fakta
Total längd 3240 meter
Längd i berg 2220 meter
Längd i jord 1020 meter

Längd servicetunnel berg 2540 meter

Volym bergschakt 761 000 m3
Volym jordschakt 395 000 m3

Plattform 250 m 2 st
Antal uppgångar 3 st
Antal ventilationsschakt 2 st

Kors-
vägen



Översikt Korsvägen



Status i bergtunnlarna



Utmaningar
- Viktiga fokusområden

Bygga
hllbara

lösningar

Etapp 2: 2020 - 2024
Framkomligheten för biltrafiken minskar
Kollektivtrafiken kommer att fungera som vanligt
Längs båda sidor av schaktet blir det gång och cykelstråk
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Almedal – Excavation, Struts



Almedal – Utilities



Almedal South & Örgryte



Betongtunnel Liseberg
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Betongtunnel Liseberg – West 2
D-walls

 Top-down method

 Early hand back to

Liseberg

 Reduction of CO2

footprint (no jet-grout

plug)

Liseberg west



Betongtunnel Liseberg – West 2
D-walls

 Diaphragm walls down to the

rock

 Watertightness with jet-

grouting + rock curtain

grouting



Betongtunnel Liseberg – West 2
D-walls



Betongtunnel Liseberg – West 2
D-walls



Betongtunnel Liseberg – West 2
D-walls

 D-Wall to bedrock

 Jet grouting for sealing between bedrock

and D-Wall

 Rock curtain grouting in bedrock



Mölndalsån crossing



Mölndalsån crossing

Liseberg east  Driven pile wall + uw

concrete slab

 Aqueduct

 Allow groundwater flow

 Less impact on

Mölndalsån



Mölndalsån crossing

 1473mm Diameter pipe wall

 Uw excavation + concrete slap

 Micropiles for uplift

 Rock dowels in piles



Mölndalsån crossing



Mölndalsån crossing



Mölndalsån crossing

Steel trough structure

 220to steel construction

 Dimensions of 24 x 21 m

 Assembly of subparts on site

 Complex lift with 750 to crane



Mölndalsån crossing

Sealing system

 Sealing system with 2 seals on both
sides: 1 omega seal and one lip
seal

 Underwater casting of the
abutments




